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Low Risk Job Safety Analysis

This Job Safety Analysis (JSA) must be completed by the contractor and approved by the Argonne project specialist/technical representative before work can begin. It is designed to be completed electronically and must be printed and displayed at the work site. A Job Safety Analysis (JSA) is an important accident prevention tool that identifies hazards so they can be eliminated or minimized before a job is performed and before a hazard can have an impact on workers. The scope of work must be attached before this JSA can be reviewed and signed.

	Project/Job Tit
	     

	Building/Area
	     

	Contractor
	     
	Contract Number
	     

	Foreman
	     
	Phone No.
	     

	
	
	Alternate No.
	     


	Argonne Use Only

	Project Specialist/Argonne Technical
Representative
	     
	
	



	
	(Print Name)
	
	(Signature)

	Phone No.
	     
	
	
	

	
	
	
	
	

	Alternate No.
	     
	
	
	Date
     


	
	
	
	
	

	Division ES&H Coordinator
	     
	
	
	

	
	(Print Name)
	
	
	

	Phone No.
	     
	
	
	

	
	
	
	
	

	Alternate No.
	     
	
	
	

	
	
	
	
	
	
	


	Project/Job
	     

	Building/ Area
	     


Hazards Analysis. List all basic job tasks, the hazards associated with them, and a list of controls. The form is pre-filled with some basic tasks, hazards, and controls. Use them if they apply. Remove those that are not relevant to the project.
	Task/Activity
	Safety Hazard(s)
	Controls for Hazards

	Argonne Requirements 
	Argonne ES&H Compliance and Emergency Situations
	Contractor will successfully complete the Argonne Contractor Safety Orientation for service contracts as well as building orientation. The CSO is not required if the contractor is escorted at all times.

	Safety
	Safety Violations
	Imminent danger violations will result in an immediate 6-month suspension. Other lesser violations will receive “tickets” and/or other penalties per the contract.

	Using Portable Ladders (e.g., A-frame, straight, or extension)
	Falls
	Before use, check the load rating of the ladder to make sure the ladder can support the combined weight of the user, the weight of tools, and the weight of any material that will be placed on the ladder. This includes the weight of anything that may be supported by the user. All portable ladders must be non-conductive (dry wood, fiberglass, resin). Ladders must be inspected prior to each use. Workers using ladders shall not work above the rated working height. All extension ladders will be tied off at the top. Another worker will secure the ladder while it’s being tied off.

	Use of Fixed Ladders
	Falls
	Before use, check the status of the fixed ladder by looking at the yellow ladder, and the white ladder inspection tags. 

If either of the yellow or white tag is missing or illegible do not use the ladder and contact the Argonne representative.

If it has been more 12 months since the ladder was last inspected (white tag), do not use the ladder and contact the Argonne representative immediately to arrange for an inspection of the ladder.

If both tags are present and it has been less than 12 months since the ladder has been inspected (white tag) proceed to conduct a pre-use inspection following instructions on the back of the white tag. If the ladder is compliant, proceed to use the ladder. If there is a deficiency with the ladder, do not use the ladder and contact the Argonne representative immediately to arrange for an inspection of the ladder

Maintain three points of contact at all times when climbing a fixed ladder.
Keep hands free of additional material when climbing. Use a rope to lift material and tools. 

Do not overextend when working by reaching out to far on the side of a ladder.  Keep your belt buckle between the two side rails.

	Delivery of materials or equipment
	Gap between delivery vehicle and the dock
Stepping off the edge of a tail or lift gate
	When utilizing a dock, trucks must be backed to the dock to minimize hazardous gaps.

Dock plate or dock levelers must be used to bridge when the gap between the vehicle and the dock creates a hazard for the equipment or materials being transferred.

Make shift dock plates/bridges are not allowed. 

Do not overcrowd the area of the lift gate. Always leave enough room for the employee to safely maneuver themselves and material/equipment being transferred.

Working or standing on the tailgate while loading or unloading equipment or material is prohibited.

	Use of hand tools 
	Broken or Unauthorized Tools
	All tools and equipment must be inspected by Argonne personnel prior to use. This includes tools and equipment brought on site after the project has started Any tool or piece of equipment deemed unsatisfactory will be tagged and removed. Any tool or piece of equipment that leaves the Argonne site must be re-inspected upon its return. 


Argonne Contractors Requirements for Low Risk Projects
1. All contractor personnel assigned to work under low risk contracts on the Argonne site will attend the Argonne Contractor Safety Orientation (CSO) for service contracts. The contractor must maintain proof of this training on his/her person by carrying the CSO Argonne card, provided by the instructor. The contractor must provide proof of this training to the Argonne or DOE representative when requested. CSO training is not required for Low Risk projects if the contractor is escorted at all times by an Argonne employee. 
2.
DOE Job Safety & Health poster (attached) must be maintained on the job site.

3.
All changes to the original scope of work must be communicated to workers by the contractors’ line management, only after obtaining review and approval by the Project Manager, Project Specialist, or the Technical representative.

4.
The contractor must have an ES&H Representative on site at all times work is being conducted.

5.
All contractor personnel must attend building/area orientation in relation to their scope of work to ensure they are aware of shelters during severe weather or emergency evacuation meeting points as well as any other special conditions in relation to the specific building/area.

6.
The contractor must report in daily, by 8 am, the number of employees he has on site by calling 630-252-7200. Additional information required includes the building number or area where the work is being done as well as the contract number. In addition, notification to the PS/Tech Rep of arrival and departure is required.

7.
Imminent danger violations will result in an immediate 6-month suspension. Other lesser violations will receive “tickets” and/or other penalties per the contract.
8.
In case of any injury or illness, no matter how minor, notify the Argonne Tech Rep., Project Specialist, or Project Manager of the situation. 
9.
In the event of an emergency or if immediate medical assistance is needed, contact the Argonne National Laboratory Fire Department by calling (inside line) 911 (by cell phone) 630-252-1911. After calling the fire department, notify the Argonne Tech Rep. or Project Specialist of the situation
Emergency Information

(provided by Argonne project specialist or technical representative)

Note: the emergency number to call from a cell phone is 630-252-1911.

	Project/Job Title
	     

	Building/Area
	     

	
	

	Emergency Phone Number
	Argonne Phone – 911…….Cell Phone  630-252-1911

	
	

	Location of Tornado Shelter: 
	     

	
	

	Location of assembly point: 
	     

	
	

	This information to be provided by the Argonne PS/Tech Rep.


Basic Safety Rule Reminders:
1. Where work creates hazards, these work areas must be clearly marked (e.g., barrier tape, snow fencing, traffic cone, etc.) and appropriate signage posted to alert passers-by to hazards. All signage must be in compliance with 29 CFR 1910.145, Specification for accident prevention signs and tags.
2. Hard hats must be worn where there is a potential of falling objects, or bump hazards. All hard hats must comply with ANSI Z89.1, American National Standard for Industrial Head Protection.
3. All tools and equipment must be inspected by Argonne before use. Do not use defective tools.
4. Do not allow materials or equipment to obstruct stairways, passageways, and access ways.
5. In case of any injury or illness, no matter how minor, contact the Argonne National Laboratory Fire Department by calling (inside line) 911 (by cell phone) 630-252-1911. The Tech Rep/PS must also be immediately informed of the situation.
6. Review safety hazards and associated precautions identified in the special conditions of the job specifications and on this form.
7. If safety eyewear is identified as PPE for a control of an indicated hazard, the eyewear must comply with the requirements ANSI Z87.1, American National Standard Occupational and Educational Personal Eye and Face Protection Devices (e.g., safety glasses must have attached side shields).
8. All portable ladders must be made of non-conductive material (e.g., wood or fiberglass).
9. If safety footwear is identified as PPE for a control of an indicated hazard, sturdy leather work shoes or boots must be worn in the work zones the task(s) are being performed. 
10. All Argonne employees, visitors, facility users, and contractors and their employees are authorized to temporarily cease, or suspend, their own work to immediately correct a deficiency or unsafe condition that does not pose an immediate danger to themselves, other employees, the public, or the environment. Examples of circumstances under which an employee may suspend work include, but are not limited to: damage to personal protective equipment during the course of work, housekeeping issues, minor facility deficiencies, or minor chemical spills. Employees may also suspend work if something unusual or unanticipated occurs and they need to take time to evaluate the situation and decide what to do (this scenario may result in a decision that no change or correction is required). Employees may restart suspended work without their supervisor’s authorization
11. All Argonne employees, visitors, facility users, and contractors and their employees are empowered and obligated to stop any activity that they deem to pose an immediate danger to themselves; other employees, visitors, users, or contractors and their employees; the public; or the environment. This authority is referred to as “stop-work authority”. Individuals who exercise stop work authority are also obligated to immediately report their action to the division director or department head or other line supervisor or the relevant organization.
Workers performing the job must sign below.
My employer has reviewed this JSA and answered my questions about hazards related to this job and what I need to do to work safely. I have also been given an orientation of the work area, including the location of telephones and emergency equipment, and covering how to respond to fire and severe weather. 
	Name (print clearly)
	
	Signature
	
	Date

	     
	
	
	
	     

	     
	
	
	
	     

	     
	
	
	
	     

	     
	
	
	
	     



Note:
Provide the Argonne Project Specialist/Technical Representative with a copy of this sheet at the start of the job and again each time new workers are added to your crew.
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DOE safety and health publications; . A 3 3
The worker safety and health program for their location; - :
This safety and health poster; |
Copies of their medical records and records of their
exposures to toxic and harmful substances or conditions; and
o Results of inspections and accident investigations. :

» Express concerns related to worker safety and health;

» Decline to perform an assigned task because of a belief
that the task poses an imminent risk of death or serious
physical harm;

e  Stop work in imminently dangerous conditions; and

e  Anonymously request an investigation.

o Establish a written Worker Safety and Health Program:;

o Use qualified worker safety and health staff,

» Provide mechanisms to involve workers and their elected
representatives in developing the safety and health
program:;

® Establish procedures for workers to report without
reprisal job-related hazards and for prompt response to
such reports;

o Provide for regular communication with workers about
workplace safety and health matters; and

® Display this poster in the workplace where it is accessible to all
workers.

www.energy.gov/ehss/downloads/job-safety-and-health-poster.

www.energy.gov/ehss/worker-safety-and-health-program-10-cfr-
851doe-0-4401b.

Employees have the right to request, anonymously if desired, the
Office of Enterprise Assessment’s Office of Enforcement to conduct
an investigation of potential regulatory violations. Employees can
make the request at: www.energy.gov/ea/request-investigation-or-
inspection-safety-or-classified-information-security-violations.

DOE encourages employees to use local employee concerns
processes before requesting an enforcement investigation.

For more information:
Federal Employees Requirements: https://iwww.directives.doe.gov/directives-documents/400-series/0440.1-BOrder-b-chg2/@@downloadffile
Contractor Employees Requirements: www.gpo.gov/fdsys/granule/CFR-2012-title10-vol4/CFR-2012-title10-vol4-part851

Additional information on the local employees' concern process:

Your Health and Safety Representative:
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