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PROVIDE PLANTING SOIL PER LANDSCAPE

749.9 SPECIFICATIONS FROM FINISHED GRADE. AS REQUIRED
PROVIDE LANDSCAPE FILL PER SPECIFICATION FROM

EXISTING SUBGRADE TO BOTTOM OF TOPSOIL. COMPACT

EXISTING SUBGRADE AND LANDSCAPE FILL TO 8

ﬁ STANDARD PROCTOR DENSITY. PLACE AND COMPACT
TOP SOIL PER SPECIFICATIONS.
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EXCAVATE AND BACKFILL AS

REQUIRED PER INFILTRATION

TRENCH DETAIL #2/C3.1.0, FILTER I\
STRIP DETAIL #5/C3.1.0 AND
AGGREGATE LATERAL DRAIN
DETAIL #6/C3.1.0.

746.49 /4687

43.84 74377

STORM MANH®LE
RIM=743.41
INV(NW)=738.99
INV(E)=739.05

SEWER MH #3

SAN 737.00

RIM=743.77

1442 /
INLET .
743683
740.13

%

a
7

X

X

XXX

L

A

0“
S
<

VAN

9

A
A

\%

<

RS

OO

7

0

0
0
S
>

VAN

Q
@

X

A4

X

AN

AV

.
<

<

x>
C

Q

VAN

X0

<X

XX

AV

o

X2

SO

R

VAN
N/

AN

R

%
x>

7

QL
L
Q

Q
&R

A

A

7

S

AN

o

L
R

VAN

’vvvvv

XX
%

<

x>
9

0
<>

»

S

R
@

7

X2

N7

AN
N

S

o
2N

XXX

A\

>
XXX

0
!
K

AN
N

Q

<

x>
%

X2

7

Q

.
N/

X
@
Pl

7

5

X0

>
5
5
S

N
&
@.
00
&

Al
2

VAN
N

Pal

Av\
g
%
\Z
&
XS
*
R
X0
S

@

VAN
N

@
Q
0

2

VAN
N

N
RO
VAN
N
<D

Q

VAN
N

X
\%

0
5
‘0

<X

K
Q%
5
AN
‘v
S
X
KL

7

X2

>
<R
9.

’v
VAN
N

<
N

R

AV

Y

AN

X0

A‘

X0

9
9%
2

S

@
v

K
Q

2
S
(>
>
%
%
RS

&S
S

%

7

S

&
<>

2\

X0

&
VAN
N7

Q
<

‘Q

7

%

"4

QUUXXXX
&

R

2
R

X2
‘V

<>

A

VAN
’v
5
&
&
Sa

0

X

KX
&

Ve

Q
<
<D
e %

C
202

<

VAN
’v

2

<2

AN

%
0

VA

"%

R

(X

%

VAN
K
AN A

S
&

<>

2\

"\
X >

%

Q

Q
%
Q
Yo%
A
N

XD

5

<

\ve

L

9
QD
>
R

VAN
959
(X

&K
3

<>

2\

25

<

AN

\vg
VAN

N

7

%

K
X
N/

5

2
Q
R

<X

<

e
o
1

VAN

9.
Q

>

A
N
9
A

v"

AN

X0

£

N/
N

%

P

VAN
N

KK

%%

X

R0
<2
2

X
X
\/
029
X )
=
%%
%

2
1B
4

SITE BACKFILL NOTES:

1. SEE GEOTECHNICAL REPORT BY AECOM, DATED MAY 18, 2011,
FOR COMPACTION REQUIREMENTS AT BUILDING

RIM=743.74 FOUNDATIONS AND FUTURE PAVEMENTS.

741.31

2. COORDINATE ALL WORK AND HAUL OFF WITH
ENVIRONMENTAL LOCAL, STATE AND FEDERAL REGULATIONS.

3. SEE STRUCTURAL DRAWINGS FOR DETAILS OF PROPOSED
BUILDING FOUNDATIONS AND REQUIRED DEPTHS.

4. NATURAL SOILS MEETING REQUIREMENTS OF RESPECTIVE
SPECIFICATIONS AND SITE TESTING CONSULTANTS MAY BE
STOCKPILED AND REUSED FOR FUTURE APPLICATIONS.

OVERH AN CING 5. COORDINATE EARTHWORK ACTIVITIES WITH SPECIFICATION
ROOF 31 20 00.

RN 6. GROUNDWATER ELEVATION PER GEOTECHNICAL REPORT IS
8-10 FEET BELOW GRADE.

874497 NN CONGRETE
CONTRATOR TO PROVIDE UNIT PRICE FOR PAVEMENT
BRIDGING SECTION SHOULD ORGANIC SOILS BE
ENOUNTERED. BRIDGING SECTION SHALL BE 24" OF CA-1
2" OF COMPACTED CA-6, TO BE INSTALLED

BENEATH PROPOSED SUBGRADE.

4414 Zﬁ..%

.. ~EXCAVATE AND COMPACT EXISTING SUBGRADE AND
.- »PROOF ROLL AS REQUIRED PER THE REQUIREMENTS OF
: “THE GEOTECHNICAL REPORT. PLACE AND COMPACT FILL
/' °TO PAVEMENT SUBBASE PER SPECIFICATIONS AND

474 GEOTECHNICAL REPORT.

\% STORM MANHOLE
o RIM=744.08

NV(NW&SE)=739.18

2
2

BASE _uﬂ._.Im GEOTECHNICAL REPORT.

REFER TO LIFT STATION
DETAILS FOR REQUIREMENTS

877

X
743 53 744772

PROVIDE PLANTING SOIL PER LANDSCAPE
SPECIFICATIONS FROM FINISHED GRADE. AS REQUIRED,

; mEI_U_NO<_D_m LANDSCAPE FILL PER SPECIFICATION FROM

v ~hor EXISTING SUBGRADE TO BOTTOM OF TOPSOIL. COMPACT
XISTING SUBGRADE AND LANDSCAPE FILL TO 85%

TANDARD PROCTOR DENSITY. PLACE AND COMPACT

GRAPHIC SCALE

30 0 15 30 60
e ™
(IN FEET)
1inch= 30 ft.

LEGEND AND ABBREVIATIONS:

EXCAVATE AND COMPACT EXISTING SUBGADE AND PROOF ROLL AS
REQUIRED. PLACE AND COMPACT CA-6 TO BOTTOM OF FOOTING ELEVATION
PER THE GEOTECHNICAL REPORT. PLACE FILL TO BOTTOM OF SLAB BASE AS
REQUIRED PER SPECIFICATIONS AND GEOTECHNICAL REPORT.

vwvvvvvvvvy EXCAVATE AND BACKFILL AS REQUIRED PER INFILTRATION TRENCH DETAIL

VVVVVVVVVV

prvvvvvvvyey  #2/C3.1.0, FILTER STRIP DETAIL #5/C3.1.0 AND AGGREGATE LATERAL DRAIN
DETAIL #6/C3.1.0.

PROVIDE PLANTING SOIL PER LANDSCAPE SPECIFICATIONS FROM FINISHED
GRADE. AS REQUIRED, PROVIDE LANDSCAPE FILL PER SPECIFICATION FROM
EXISTING SUBGRADE TO BOTTOM OF TOPSOIL. COMPACT EXISTING
SUBGRADE, PLACE AND COMPACT TOP SOIL PER SPECIFICATIONS.

~——— EXCAVATE AND BACKFILL TO FINISHED GRADE WITH BIOSWALE MIX AS
vovrow REQUIRED TO MEET PLANTING SPECIFICATIONS.

EXCAVATE AND COMPACT EXISTING SUBGRADE AND PROOF ROLL AS
REQUIRED PER THE REQUIREMENTS OF THE GEOTECHNICAL REPORT.
PLACE AND COMPACT FILL PER SPECIFICATIONS AND GEOTECHNICAL
REPORT.

GENERAL NOTES:

1. ALL EXCAVATED MATERIALS BEYOND TOPSOIL STRIP AS INDICATED IN
GEOTECHNICAL REPORT SHOULD BE ASSUMED TO BE SUITABLE FOR
COMPACTION AND REUSE ONSITE, AS FINAL PAVEMENT CONDITIONS AND
ELEVATIONS WILL ALLOW.

2. SEE PLANS FOR DIMENSIONS.

ROLL AS REQUIRED. PLACE AND COMPACT CA-6 TO BOTTOM
“OF FOOTING ELEVATION PER THE GEOTECHNICAL REPORT.
PLACE AND COMPACT SELECT FILL (CA-6) TO BOTTOM OF SLAB

zxﬁzm.ﬁ EXCAVATE AND COMPACT EXISTING SUBGADE AND PROOF

STORM MANHOLE S RIM=742.67
RIM=742.97 NV(SE)=735.97
INV=736.17 INV(W)=735.97
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____________________________________ 739.25 «7% 15 \. REQUIRED PER INFILTRATION
_ _ : S R 739.54 R TRENCH DETAIL #2/C3.1.0, FILTER w
S GRS 40.00 STRIP DETAIL #5/C3.1.0 AND
* x : x743.88 x743.52 x a 5 ‘ el ‘
e . |Ppar.66741.46 XCAVATE AND COMPACT EXISTING  SUBGRADE AND DETAIL #6/C3.1.0. )
— 743.51 74053 174155 74147  PROOF ROLL AS REQUIRED PER THE REQUIREMENTS OF | XCAVATE AND BACKFILL TO FINISHED GRADE ,, |
V § : THE GEOTECHNICAL REPORT. PLACE AND COMPACT FILL WITH BIOSWALE MIX AS REQUIRED TO MEET:?
TO PAVEMENT SUBBASE PER SPECIFICATIONS AND PLANTING SPECIFICATIONS. R
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architecture engineering interiors planning

SMITHGROUP, INC
35 EAST WACKER
SUITE 2200
CHICAGO, IL 60601
T 312.641.0770

F 312.641.6728
www.smithgroup.com
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civil engineering
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Affiliated Engineers, Inc.

5802 Research Park Boulevard
Madison, Wisconsin 53719

Tel 608.238.2616 Fax 608.238.2614
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TERRA

ENGINEERING LTD.

225 West Ohio Street, 4th Floor
Chicago, lllinois 60654
T:(312)467-0123 F:(312) 467-0220

SEALS AND SIGNATURES

082-047537
REGISTERED

¢\ PROFESSIONAL &
ENGINEER

731,

KEYPLAN

PROJECT NORTH

L A B
_._ B M B
0 ISSUED FOR CONSTRUCTION 07/03/12
REV.NO. | DESCRIPTION BY APVD | DATE
m NATIONAL LABORATORY

Facilities Management Services

PROJECT TITLE - ADVANCED PROTEIN
CRYSTALLIZATION FACILITY,
ARGONNE NATIONAL LABORATORY

PROJECT NO 22378.000

DRAWING TITLE

SITE EXCAVATION
AND BACKFILL PLAN

DESIGNED AJE CADD FILE FACILITY
KM NO(S)
DRAWN AJE DWG. NO.
AC/CM
CHECKED CAD NO:
KS
PROJECT MANAGER DWG STATE
ANL - JESSE ADAMS BIND ORDER
DATE - 07.03.2012
FACILITY DOCUMENT NUMBER REV. NO.
J446-101-W-C1.1.0




